
This guide is for a D9 EW10J4 (year 2000) It is how I replaced my fuel pump without removing the fuel tank 

Also the fuel pump mentioned is the one that corresponded to my VIN number (there are different pumps so always check first)

I ordered the pump, plastic fixing ring and the seal.
The 'old' plastic ring is bound to break when releasing so it is best to order a new one (it is'nt expensive and you are certain you can 

finish the job)
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First of all you need to remove the rear seat by pulling it up on the front side, and then towards you.
This will reveal a black panel, with 3 rivets --> drill out the rivets to remove the cover. You will find a black rubber that you can just 

pull out
Underneath is the fuel pump.
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release the connector and both fuel lines (take a good look where they are fixed, 2 fuel lines with different coloured connector, green 
and white)

Remove the plastic 'screw' ring (it can be very hard to get this loose) I know there is a tool available but i used a big flat screwdriver 
and a hammer, placing it on the teeth and tapping it loose. (good you have a new ring ordered. Once removed you can gently pull out 

the pump.
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here you can see the colours.. and the new o-ring in place
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Place the o-ring and check if it is perfectly fitted, wiggle in the new pump and get it in the good position (there is a marker, see above 
pic, a small gap where a plastic pin has to fit into) fix it with the new plastic ring. (I could turn it a few times by hand, and tapped it 
again with the hammer) but this time i did'nt want to damage the new ring.. It has some marks on it but is was secure. take your time 

and make sure it is sealed!!!
place the connectors and tubes back in the correct order.

Test the pump first and see if it runs okay!
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The rest is easy.. placed the rubber back, and used rivets to get the metal plate back in place.
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Place the rear seat back and off you go.

Some things to keep in mind:
* When you start and see a lot of dirt, get it loose first and use a vacuum. this wil prevent it all falls inside the tank when removing 

the pump.
* the smell of the fuel is quite 'intoxicating' so open the doors, roof as much as you can..

* I have heard from others on the dutch forum that they could not get the pump out because it was bigger than the hole. They had to 
cut/grind out a small piece to get the hole bigger..

In my case it was no problem
* You will not be able to get all of the fuel out of the center of the pump, so keep some cloths and a plastic bin close if you like your 

interior. If you prefer the smell of fuel, just pull it out en let it run all over the carpet
* check the connector for corrosion! and clean it if needed.

* The pump is self priming so no worries there..
* It took me some time and is a job you need to take seriously! remember it is fuel you are playing with. And you don't want to have a 

constant smell inside because it is poorly mounted..
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