
How To: Brembo corrosion / stainless plates
Here are some of the photos I took whilst doing the work. 

This one shows the lower, inboard s/s plate in place. White lines show the corrosion. Also, bolt head is full of dirt, this was 
thoroughly cleaned before attempting to open it (T27 is the size). Largest 'rusty' patch shows where pad presses against the 

plate, other end of the plate gets much less pressure, swapping top and bottom plates over impoves this. 

 

Caliper mounted on hub less disc, gives plenty of working room. Note my little helper under the car  

 



Corrosion that was under the plate. 

 

Back of plate. Plate surface itself is perfect and not corroded, the corrosion is only on top, stuck to the stainless, only the 
aluminium is corroded. These plates clean up beautifully with a wire brush. 

 

Back together. Fresh black is the new paint and you can see the 'coppa slip' coming out from under the plate. You can also 
see the plastic mallet used to persuade the disc off, worked very well without any damage. 



 

Another finished view. The plates came up like new with a gentle application of a wire brush. These plates are actually the 
top ones swapped over with the bottom ones. 

 

I'm sorry I didn't take any photos of the burr on the rear of the plates or of the bolt heads, was on a bit of a roll and didn't 
think of it. 

There are a few more photos in my photobucket album, click here. 

Anyway, I hope this is of some use. All the best.

http://s201.photobucket.com/albums/aa271/bryfdir/Brembo%20Calipers%20406/
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You will probably notice that the calipers shown are not identical to ours, Porsche ones have two horseshoe shaped plates 
per caliper. However, this is a minor detail and does not really affect us. 


